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InkJet Printer Specification Sheet  
for Tie-Matic HD38-P and HD58-P 

 
PRODUCT  
Model Series A401870 – InkJet Printer for HD38-P and HD58-P Twist Tie Machine 
 
OVERVIEW 
The InkJet Printer is a versatile twist tie printer with precise placement and a compact size.  
When installed onto the Tie-Matic HD38 or HD58, this complete package will allow you to 
close your bag and label your product in just one second.*   The Tie-Matic quickly twist ties 
your product and the Inkjet printer precisely prints on the tie.   

 

APPLICATIONS  

• Product Name or SKU 
• Sequential Numbering 
• Best Before or Expiration Date 
• Company Message 

FEATURES 
• 4-in-1 compact design (controller, screen, printhead & cartridge) 
• Close & label your product in 1 quick process 
• Precise twist tie printing 
• Remote keypad for user-friendly operation 
• Built-in SD card slot for custom print edits & data backup 
• 2.8” color LCD display 
• 5 Indicators:  alarm, low ink, print, run, remote ON/OFF 
• High capacity ink cartridge 
• 1 year warranty 

SPECIFICATIONS 

Maximum Characters 14 characters per tie (2.77mm tall) - Suggested 
Recommended Spools 312 & 313 (Light Colors:  white, yellow, orange, tan, grey, pink, violet) 
Power Supply AC 100V – 240V, 50/60Hz, 1.6A, maximum power consumption:  60 Watts 

 
Physical Specifications 
(InkJet Printer only) 

Depth Width Height Weight 
2.4 in 3 in 4.5 in 1.08 lb 

 
Physical Specifications 
(Tie-Matic with InkJet Printer) 

Depth Width Height Weight 
28 in 9.5 (foot to foot) 17 in 22 lb 

 

BENEFITS 
Labor Saving  - Speeds up finishing process and saves on repetitive employee hand motion 
Advanced Design - Engineered for ease of use and broad base of applications  
 
*If you already own a Tie-Matic HD38 or HD58, simply send us your machine and we will install the printer for you.  Otherwise, the #HD38-P and 
#HD58-P are packaged as machines pre-installed with printers. 
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